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December 3, 2009 

MEMORANDUM FOR: MICHAEL A. DAVIS 

FROM: 

SUBJECT: 

Introduction: 

Deputy Assistant Secretary for Operations 
Mine Safety and Health Administration 

PETERJ. MONTALI 
Acting Director of Accountability 
Mine Safety and Health Administration 

MSHA Office of Accountability Audit, MSHA 
Metal/Nonmetal Rocky Mountain District, Green River, 
Wyoming, Field Office, and Selected Mines. 

This memorandum summarizes the Office of Accountability audit of the subject field 
office and mines. The following five mines were visited during this audit: 

e 

Audit subjects included but were not limited to MSHA field activities, level of 
enforcement, evaluation of gravity and negligence, Field Activity Reviews, 
Accompanied Activities, MSHA supervisory and managerial oversight,~ditions 

=•rn.,..."'"' at the mines. The audit was conducted during the week ~ -
,by Arlie A. Webb, Billy Randolph, and Peter J. Montali- Acting Director for 

the Office of Accountability. Positive findings and issues requiring attention are 
included in this audit report. 
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Overview: 

The field office review was conducted on
audit were conducted o~ 
.. listswer~ 

The on-site portions of the 
Accompanying the Accountability 

On-site visits to three underground mines were conducted during 103(i) spot 
inspections. Areas examined at these underground mines included a longwall section, 
two continuous miner sections, flexible conveyor train (FTC) system, mainline and 
secondary belt conveyor haulage, rubber-tired haulage, mantrips, and haulage entries, 
escapeways, intakes, returns, stoppings, communication systems, and tracking systems. 
Several pieces of equipment were examined for permissibility, fire suppression, and 
safe operating condition. 

Areas of the surface mines examined during this audit included mine office, record 
books, required postings, pits, front end loaders, excavators, haul roads, company pick
up trucks, berms, fuel storage, and the shop/supply area. Inspection activities also 
covered the plants, sizing screens, crushers, and surface conveyor belts. 

S&S Rate Comparison: 

The S&S rates for the Green River, Wyoming, field office were lower than the Rocky 
Mountain District average and considerably lower than the national average for both 
FY 2008 and to date in FY 2009. 

S&S Rate Comparison 
Fiscal Green River, WY Rocky Mountain National Average 
Year Field Office District 
2008 10.1% 17.6% 21.0% 
2009 17.9% 21.2% 24.0% 

Time and Activity Comparison: 

Time distribution for E01 inspections conducted out of this field office during FY 2009 
indicates a need to reduce "other" time. However, on-site time for the underground 
mines is good. 

2 
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Surface Facilities - EOl Inspections 
Citations Citations 

Total 
Travel Other On-Site Written Written 

On-Site Off-Site 
Percent 

I %of Total 28.9% 17.8% 49.9% 3.8% 3.4% 100.0% 

Surface Mines - EOl Inspections 
Citations Citations 

Total 
Travel Other On-Site Written Written 

On-Site Off-Site 
Percent 

I %of Total 36.1% 17.6% 42.8% 3.0% 3.5% 100.0% 

Undeqround Mines- EOl Inspections 
Citations Citations 

Total 
Travel Other On-Site Written Written 

On-Site Off-Site 
Percent 

I %of Total 14.2% 19.9% 60.9% 3.17% 5.0% 100.0% 

Audit Results: 

The audit revealed positive findings in several areas, including the following: 

1. The three underground trona mines were very well maintained. Safe work 
practices were readily evident in all areas examined. 

2. Inspectors at underground mines were thorough and communicated with the 
operator and miners in a courteous and professional manner. 

3. The violation observed at the underground mine during this audit was 
properly cited. 

4. The ADM reviews all AA and Fars completed by the field office supervisors. 

The audit also revealed several issues that require corrective actions, including the 
following: 

1. Although the 103(i) spot inspections conducted during the audit were thorough, 
past 103(i) inspections were not. Insufficient time was spent on these important 
inspections, and multiple E02 inspections were often made in a single day. 
(District/FO) 

2. Interviews with I I I I indicate a general lack of refresher training for 
journeyman inspectors. (District) 

3 
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3. Conditions observed and citations issued during this audit indicate that previous 
inspections were neither complete or thorough at the mines audited. 
(FO/District) See Attachments B, C, D & E 

4. Evaluations of S&S, gravity, negligence during inspections did not appear 
commensurate ~e of violations cited. (FO)(District) [See attachment D)] 

5. Interviews with- indicate a lack of training and/ or 
mento~ supervisory personnel. (District/HQ) 

a. - has not received any retraining since assuming-

b.~- criteriafornegligence 

6. -
the hazard. (Attachment B- Citation 

7. Form 7000-3 Condition or practice includes statements not in accordance to 
po~tation and order writing handbook. (See Attachments B, & D ,citation 
#' ..... 

8. Form 7000-3 does not include a detailed description of the condition or 
) which causes and constitutes a violation or imminent danger. (Citation 

Citation and Order Writing Handbook for Coal Mines and Metal and 
Mines pp 9] 

9. Mining operations need to be evaluated and redistribution of mines to Field 
Offices in closer proximity to reduce travel time. [example ._uarry 
approximately 7.5 hrs from Green River FO and only 4 hrs from~ity FO.] 

10. Quarries with Plants attached have separate Mine Identification numbers. A 
review of these operations should be conducted and determine if One ID is 
sufficient for both the quarry and the plant. 

4 



Attachments: 

A. Office of Accountability Checklist 
B. Citations issued during this audit 
C. Regular Inspection Information- Closeout Conference 
D. Citations with questionable evaluations for gravity and negligence 
E. Pictures of selected violations 

5 



(b) (6) (b) (6)

(b) (6) (b) (6) (b) (6)

Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY Mine ID 

1. 
Evaluate supervisory review of inspection reports and 
documentation for completeness. 

Adequate D Inadequate [KJ Not Applicable D 

:J Date- J 

Comments Below 

•
w of the inspection reports~uate & evaluation of citations - Example (event # 

a conducte~ -0 citations issued- continuity & resistance 
marked as N/A- next inspection marked as checked. [Attachments D] 

2. 
Determine if supervisors address report deficiencies immediately 

Adequate D Inadequate [KJ Not Applicable D Comments Below 

[See Attachment D] 

Determine if supervisors are visiting each assigned mine at least 
3. annually 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

Supervisor states that he travels approximately 14 times a year with inspectors in the 
field office. This is the minimum number of required visits for FAR's required by 
Policy. 

4. Evaluate the quality of Field Activity Review reports (FARs) 

Adequate D Inadequate [KJ Not Applicable D Comments Below 

Fars lack documentation of the inspectors' successes and/ or shortcomings. Supervisor 
has not had sufficient training in conducting Field Activity Reviews. 

Action Required - Ensure that all supervisory and management personnel have adequate 
training in the proper manner to conduct a field activity review as well as how to properly 
complete the FAR reports. 

ATTACHMENT A 6 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY I Mine 10 ~ J 

Determine if supervisors/managers are identifying and addressing 
5. performance or behavior based issues during and after accompanied 

infpe,tions are conducted 
Adequate Inadequate 0 Not Applicable D Comments Below 

A concern exists that the supervisor's had not reviewed individual performance factors 
for enforcement levels prior to the accompanied activity. This would be evidenced by 
the enforcement levels of the field office as compared to the national averages. 

6. 
Evaluate the quality of Accompanied Inspections 

Adequate D Inadequate 0 Not Applicable D Comments Below 

See item #4 

7. Determine if supervisors are thoroughly reviewing mine files at least annually 

Adequate D Inadequate D Not Applicable 0 Comments Below 

Determine if Assistant District Manager is holding supervisor accountable for 
8. general mine visits, F ARs, and accompanied activities 

Inadequate 0 Not Applicable D Comments Below 

all AA' s and FAR's completed by supervisors, The AA' s and FAR's are 
tracked at the district on a spreadsheet for all supervisors but the quality of the FAR's is 
questionable. 

ATTACHMENT A 7 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain =:J Date~ ] 

Determine if District Manager is using Performance Management System to 
9. hold ADMs accountable for oversight of subordinates 

Adequate D Inadequate 0 Not Applicable D Comments Below 

The district tracks the AA's and FAR's and the DM is proactive in the completion of all 
required supervisory activities. The supervisor appears not to be addressing poor 
performance within his field office. No action has been undertaken to enhance the 
under performance of the inspectors and no action from the District office. 

Determine if ADMs and DMs are visiting mines with poor compliance at 
11. least monthly 

Adequate 0 Inadequate D Not Applicable D Comments Below 

Records indicate that district management is conducting some mine visits at operations 
with compliance issues. The Green River FO has 164 mining operations 

Evaluate the location, workload, and availability of specialists (roof control, 
13. ventilation, electrical, etc.) within the district 

Adequate D Inadequate D Not Applicable 0 Comments Below 

MNM program area does not have specialists in the districts. 

Evaluate supervisory and management review of 103(i) (spot inspection) 
14. tracking system for compliance with time frames 

Adequate D Inadequate 0 Not Applicable D Comments Below 

103(i) spot inspections are not thorough and are not being conducted within the time 
frames specified by the Mine Act. A review of E02 spot inspections conducted from 
January 01 through August 10, 2009, revealed numerous instances where the amount of 
time between spot inspections exceeded the time limits specified by the Mine Act. On 
at least 18 occasions, more than 8 days elapsed between inspections required to be 
conducted every 5 working days. On at least 7 occasions, more than 13 days elapsed 
between inspections required to be conducted every 10 working days. 

In addition, there were 16 separate occasions when 103(i) spot inspections were made at 
more than one mine on the same day, by a single inspector. An on-site evaluation of the 

ATTACHMENT A 8 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY I Mine ID Date-] 

mine location, extent of mining, and underground transportation, indicate that effective 
103(i) inspections can not be made at more than one mine per day. 

Recommendation - Inspections conducted under 103(i) of the Mine Act must be thorough and 
comprehensive to provide the proper level of protection to the miners, regardless of the type of 
material being mined. Methane liberation and the potential for ignitions and explosions must be 
properly addressed. The Administrator for Metal/Nonmetal should issue instructions requiring 
that 103(i) spot inspections be conducted per the time frames set forth in the Mine Act, are 
thorough, and that a full day be dedicated to each such inspection. 

Reference- CMS&H Memo No. HQ-07-083-A (SEC-103) gives an excellent example for 
conducting 103(i) spot inspections. 

Determine if supervisors and managers are ensuring that 103(i) inspections 
15. are not combined with any other type of inspection 

Adequate D Inadequate 0 Not Applicable D Comments Below 

See Item 14 above. 

Determine if supervisors, staff assistants, and other management personnel 
16. are reviewing work products for accuracy and completeness 

Adequate 0 Inadequate D Not Applicable D Comments Below 

Determine if supervisors are monitoring inspector time and activity 
17. documentation to ensure proper use of time by inspector 

Adequate 0 Inadequate D Not Applicable D Comments Below 

Determine if Standard Operating Procedures (SOPs) are in place, current, and 
18. in compliance with MSHA policies and procedures 

ATTACHMENT A 9 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY I Mine 10 ~ Date - J 

Adequate ~ Inadequate U Not Applicable U Comments Below 

Determine if supervisors are using the Performance Management System to 
19. hold inspectors accountable for properly evaluating gravity and negligence, 

termination due dates, and timely termination of citations 

Adequate D Inadequate 0 Not Applicable D Comments Below 

See Attachment C 

Determine if supervisors are adequately evaluating the level of enforcement 
20. by visiting each producing mine 

Adequate D Inadequate 0 Not Applicable D Comments Below 

The {b) (6) reviews every citation issued in the district. Th- started this 
process in June of 09 to determine if enforcement tools are being properly utilized and 
evaluated. Enforcement levels at the Green River FO are below the District averages 
and well below the National levels. (See pp. 2) 

Determine if District Manager is monitoring the ACRI program and using the 
21. Performance Management System to ensure that CLRs justify changes 

Adequate D Inadequate 0 Not Applicable D Comments Below 

ATTACHMENT A 10 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY Mine ID Date 

Most conferences are being deferred and only 
a limited number are being conducted pre-penalty. 

Recommendation - The ACRI Handbook should be completed and approved as soon as possible. 
All procedures related to the ACRI program should ensure due process to all parties. 

22. 
Determine if District Manager is using discretion in granting conferences 

Adequate [K] Inadequate D Not Applicable D Comments Below 

Determine if second level reviews and Peer Reviews are used to assess 
23. supervisory review of enforcement actions 

Adequate [K] Inadequate D Not Applicable D Comments Below 

completed 16 2nd level revie~ and 43 2nd level reviews 
on well above the required minimu~ made review comments 
and sent requests back to FO supervisors to review or have more documentation 
provided to support deficiencies he identified. He also provided positive feed back as 
well. 

Determine if appropriate actions are taken by supervisors and manager with 
24. respect to issues of misconduct and/ or poor performance 

Inadequate [K] Not Applicable D Comments Below 

he has never had to discipline any employee for misconduct or poor 
performance. The field office is well below the national average for S&S% 10% below 

. in 2008, & 7% below nat'l avg. in 2009] No action taken by 
or District management. 

Evaluate inspector/ specialist knowledge of documentation required and 
25. process for completing PKW Forms. 

Adequate D Inadequate D Not Applicable [K] Comments Below 

J 

ATTACHMENT A 11 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY I Mine ID Date 

Supervisor could not define negligence or gravity according to policy and no PKW' s 
submitted. 

Evaluate the district's process for performing Possible Knowing/Willful 
26. (PKW) reviews and initiating or denying special investigations 

Adequate 0 Inadequate 0 Not Applicable D Comments Below 

NO PKW's REVIEWED- None in field office submitted. 

Determine if managers and supervisors are using required "standardized 
28. reports" to review critical data relevant to inspections and investigations 

D Inadequate 00 Not Applicable D Comments Below 

was not u Indicators and other resources provided by 
headquarters or district. indicated he was not aware of 
information contained in the Key Indicator reports or where his field office compared with the 
national n71t>Ym7PC 

Determine if complete and thorough inspections are being conducted and 
29. adequately documented 

Adequate D Inadequate 00 Not Applicable D Comments Below 

A review of past inspections at the underground mines indicated that all areas are 

J 

be~ during E01 during the accountability audits at 
th-

ndicate that complete and thorough inspections are not being conducted. 
manager stat~ 

Determine that the inspector spent sufficient time on off-shifts and on 
31. weekends 

Adequate 00 Inadequate D Not Applicable D Comments Below 

ATTACHMENT A 12 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY Mine lD Date J 

Determine if all mine record books, postings, and other required materials are 
34. examined during the inspection 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

Determine if the amount of time expended on each inspection activity and 
36. area of the mine is sufficient to accomplish inspection goals 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

See Item# 14 pp 8 

Evaluate each citation/ order/ for inspector's determination of gravity, 
37. negligence, number of persons affected, and the level of enforcement 

Adequate D Inadequate [KJ Not Applicable D Comments Below 

A review of previous inspections indicate the determination of gravity, negligence, and 
number of persons inconsistent with the facts of the hazard. [See attachment D] 

38. 
Accompany and evaluate inspector's imminent danger run 

Adequate D Inadequate D Not Applicable [KJ Comments Below 

39. 
Check adequacy of preshift/ onshift examinations 

Adequate D Inadequate D Not Applicable [KJ Comments Below 

ATTACHMENT A 13 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY Mine ID Date 

Evaluate inspector's observation of roof conditions. Is a copy of the currently 
40. approved roof control plan maintained on the section? 

Adequate 0 Inadequate 0 Not Applicable [8] Comments Below 

41. 
Evaluate operator's workplace examinations 

Adequate 0 Inadequate [8] Not Applicable D Comments Below 

The number of citations and conditions observed and period of time the hazards have 
been permitted to exist indicate inadequate workplace exams being conducted [See 
Attachment B) 

42. 
Evaluate conditions on working section and observe work cycle 

Adequate [8] Inadequate D Not Applicable D Comments Below 

43. 
Observe air quantity, quality, and gas checks by inspector 

Adequate [8] Inadequate 0 Not Applicable D Comments Below 

Determine adequacy of Emergency Response Plan training (interview 
44. miners) 

Adequate [8] Inadequate 0 Not Applicable D Comments Below 

Stench warning system was being tested/ upgraded at one mine during this audit. The 
miners and the inspector were well-versed in the operation and provisions of the 
emergency plan. 

J 

ATTACHMENT A 14 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office Green River, WY Mine ID 

48. 
Examine electrical cables on several pieces of equipment 

Adequate [KJ Inadequate D Not Applicable D 

49. 
Evaluate several pieces of equipment for permissibility 

Adequate [KJ Inadequate D Not Applicable D 

Date 

Comments Below 

Comments Below 

Permissibility was excellent at all 3 underground mines visited during this audit. 

51. 
Examine escapeway map for compliance with regulations 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

52. 
Evaluate integrity of primary and alternate escapeways 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

53. 
Evaluate integrity of return side stopping line 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

ATTACHMENT A 

J 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY Mine 10 Date 

Travel and evaluate condition and maintenance of section conveyor belt, 
54. structures, and entries 

Adequate 0 Inadequate D Not Applicable 0 Comments Below 

Evaluate fire valves and hoses (condition, compatibility of fittings, pressure 
56. test) 

Adequate 0 Inadequate D Not Applicable 0 Comments Below 

57. 
Observe and evaluate fire detection methods 

Adequate [K] Inadequate D Not Applicable 0 Comments Below 

59. Evaluate condition of conveyor belt drives, and fire suppression systems 

Adequate [K] Inadequate D Not Applicable 0 Comments Below 

J 

Determine if all required record are adequately completed and in compliance 
60. with applicable standards 

Adequate 0 Inadequate D Not Applicable 0 Comments Below 

ATTACHMENT A 16 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY Mine ID 

61. 
Examine mine map for accuracy of workings and escapeway locations 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

62. 
Examine mine bulletin board and evaluate adequacy of all required postings 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

Interview responsible person(s) and evaluate knowledge of emergency 
63. response, evacuation procedures, and fire fighting processes 

Adequate []] Inadequate D Not Applicable D Comments Below 

74. 
Evaluate approved ventilation plan after in-mine visit 

Adequate D Inadequate D Not Applicable [KJ Comments Below 

75. 
Evaluate approved training plan after discussion with miners 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

ATTACHMENT A 17 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY I Mine 10 ~ 

76. 
Evaluate other plans as applicable to each particular audit. 

J 

Adequate [K] Inadequate D Not Applicable D Comments Below 

Evaluate the two most current completed E01 (regular) inspection reports 
77. (two quarters) 

Adequate D Inadequate [KJ Not Applicable D Comments Below 

Evaluation of Gravity and Negligence appear not to be consistent with policy. 
Conditions appear to be permitted for extended periods of time. [See Attachment B, 
Attachment D) 

78. 
Ten most current completed E02 (103(i) spot) inspection reports 

Adequate [KJ Inadequate D Not Applicable D Comments Below 

79. 
Citations and orders issued during previous two quarters 

Adequate D Inadequate [KJ Not Applicable D Comments Below 

See Attachment D -evaluations of citations 

Determine if 104( d) tracking system is in place at the office being audited, 
80. and is being kept up to date 

Adequate D Inadequate D . Not Applicable Comments Below 

ATTACHMENT A 18 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain I Field Office I Green River, WY I Mine ID ~ ] Date - ] 

116. 

Adequate 

117. 

Adequate 

118. 

Adequate 

119. 

Adequate 

120. 

Adequate 

Review documentation of staff meetings/ safety meetings to determine their 
effectiveness and relevance to the Agency's mission and current issues 

[KJ Inadequate D Not Applicable D Comments Below 

Are MSHA Forms 7000-1 accurately reviewed for proper information and 
potential violations, unsafe practices, or conditions? 

D Inadequate D Not Applicable [KJ Comments Below 

Determine if inspectors have sufficient equipment and supplies to conduct 
thorough inspections. 

0 Inadequate D Not Applicable D Comments Below 

Determine if adequate close-out conferences are being conducted at the end 
of each inspection. 

0 Inadequate D Not Applicable D Comments Below 

Determine if EOl inspections at surface mines includes an 
observation/ evaluation of blast hole drilling, loading, and blasting 
O"Rerations. 
D Inadequate D Not Applicable [KJ Comments Below 

No Blasting conducted at operations where audit teams traveled. 

ATTACHMENT A 19 
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Attachment A United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office Green River, WY MineiD Date 

121. 

Adequate 

Determine if manpower at the field office is sufficient to ensure adequate, 
complete inspections, investigations, and other activities. 

[K] Inadequate D Not Applicable D Comments Below 

ATTACHMENT A 

J 
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Attachment B 

District Rocky Mountain 

Mine Cilation/Order 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Green River, WY 

-
2. Time (24 Hr. Clock) 

The door was open on an electrical box located at the #2 shaft high bay area. 
The components inside the box were energized with 480 Volts. This condition 
exposes the miners to the hazards of electric shock/burns. The door was open 
approximately three inches, which would make it difficult for someone to make 
contact with the energized components, making it unlikely that an accident 
would occur. 

B. Section 
of Ad 

No LikelihOOd 0 Unlikely ;ij 

C. Part/Section of 
nre30CFR 

Reasonably Likely ""] 

See Continuaton Farm (MSHA Farm 7000-38) C 

57.12032 

Highly likely Q 

No Lost Workdays 0 Lost Workdays Or Restricted Duty 0 Permanently Disabling LJ Fatal ilfl 

Yes ~ D. Number of Pe18011S Affected: 001 

11 . Negligence (check one) A. None I...! B. Low LJ C. MocleMe ;;;] D. High 0 E. Reckless Disregard 0 
12. TypeofAdion 104a 13. Type of lssuanc. (Check one) Cijation 6!J Order 0 Safeguard 0 Wri118n Notice U 
14. lnijial Action E. Citation/ F. Dalad Mo Da Yr 

A. Citation = B. Order ~J C. Safeguard D. Written Notice ,_ Order Number 

15. Area or Equipment 

16. Termination Due 

was 

23. AR Number 

MSHA Form 7* . . . . >111Sions of tile Small &liMss R~ ~ F.-.Actal t 998, 1he Small~- hat 
-a Na11onal Stna11 B-.. ami~ RegulatolyOinbuclwnan and 10 Reg.o<~~~ Faitneea 8oanla Ill receiYe..........,..lrllmSINIII ---1-agetq' .,.,oralfl*ll actio<l8. The 0r110<-.an annually OVIIIulteo ---..octivi1ies and- eacll _,c:ya ....,..,_to tmaa ~ W~ wioh to comment on tile 
•nrorcemem-oiMSHA.~rnayc.ai1-888-REG.fAIR(I-888-7J4.3247).orwriletlleOrnblldsmlllatSmaiiB-AdminislrlOion.Oftlceoi.,_NalionaiOmbllclsrnan,-3nl 
Snet. SW 1\lC 2120. wasll1ng101t. DC 2041$ PINse .-. IICI'MIVor. lllatyour rigMto r ... a c:ommem witll 1lle Omb<lcltmlnls in-to any- righll ~ may hal4, inclu<llng 
11M! rlgl!l tocontestCIIaiiOIIS and prDpoSecl ~and Oblaln a '-inQ llelora 1lle Federal Mine SafeiV _, Hul1ll-COmrnlssioft. 

J 
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Attachment B 

District Rocky Mountain 

Mine Citation/Order 

or Ptacliee 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Green River, WY MineiD 

u.s. Deoal'tment of Labor 
Mine Safety and Health Administration 

Date 

The operator must replace a .container label immediately if it is missing. 
There is no label on the 500 gal tank located outside the scale house 
indicating what it is. 

J 

See Conlhlallan Form (MSHA Fonn 7oco.3a) 0 

C. Slgnltlc:ant and Substantial: 

B. Section 
of Act 

C. PartiSe<:lion of 
Tltle 30CFR 

No Likelihood 521 Unlikely 0 Reasonably Llkely 0 

No Lost Workday!~ ~ Lost Workdays Or Restricled Duty 0 

Yes 0 No~ 

47.4lal 

Highly Uksly 0 Occutred 0 

Permanently Disabling 0 Fatal 0 
I D. Number of Persons Alfectad: 001 

11. Negligence (check one) A. None 0 B. Low 0 c. Modtwa!e ~ 0. High 0 E. Reckless Disregard 0 

12. Type of Ac:tton I 04a 13. Type of Issuance (check one) Citation !ill Older 0 Saf&gual'd 0 Wrillan Notice 0 
14. Initial Action E. Citation/ F. Da1ed Mo Oa Yr 

A ClatiOn 0 B. Order [] C. Safeguard 0 0. Wrillan Notice 0 Order Number 

15. Area Of Equipment 

1 6: Termination Due 
B. Time (24 Hr. Clock) 

18. 

MSiiA Form 7000-3, Apri!&{I'M!ed) In 8CI:IOR!anca..-,.1he pcolllliOnl of the Smaiii!UIIileM RllgUialoly En~ Fu.-Actof18Ge.1he 
es1alllislled a NaUonal Smol Bllllnasa and AoriCultuno Regula!Dry Ombudaman and 10 Regional Falrnels ~~Gerda ID receive c:ommenlllrom amaH bus!- abOut ledelal agency 
entoroementacllons. Tile OmlluoSsrnan ennL811y evar.we. enlon:llmllnllldivllies and fllfll ncllllgii!IC(S ,.,..,..__ 1o smd bllllness. If )UI wl8h to camment on the 
enforcemanllldlonl a/-_ )UI may cal 1-MII-REG-FAIR (1-888-734-32.7}. or wrile the~ at Smal Buslnen Admlnllnticln, Oftlco al the N- Ombudlman. 408 3RI 
S1ree1. SW MC 2120, Waslllflglon. DC ~18. Please"*·- · !hat yu rlgllt 1o lie a commGnt Willi the Omlludslnan It in eddillon ID IIIII' IIIler rlgiUa )UI may"-. Including 
the right 1o oon1e11 c11a11on1 and ptOpOSeG pendfea and - alleartng belont me ~ 1o1ne s.retv and Heellll Review Commllsion. 



(b) 
(6)

(b) 
(6)

(b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office Green River, WY MineiC( [~Date( [ -] 

Mine Citation/Order 

The operator must replace a container label immediately if it is missing. 
There is no label on the 500 gal tank located outside the scale house 
indicating what it is. 

8. Section 
of Act 

C. PartiSeclion of 
TIUe30CFR 

No Ukellhood till Unlikely 0 Reasonably Likely 0 

No Lost Workdays till Lost Workdays Or Restricted Duty 0 
c. Significant and Substantiat Yes 0 No~ 

see Conthllltlon Fonn (MSHA Fonn 7000-38) 0 

47.41al 

Highly Ukely 0 Occurred 0 
Permanently Disabling 0 Fatal 0 

D. Number of Per.10ns Affedad: 001 

11. Negligence (check one) A. None 0 B. Low 0 D. High 0 e. Reckless Disregard Ll 

12. Type of Action I 04a 13. Type of Issuance {check one) Citation il{J Order 0 Sal'egual'd 0 Written Notice 0 
14. lnHial Ac11011 E. Cilalionl F. Dated Mo Da Yr 

A. Cllallon 0 B. Order 0 C. Safeguard 0 D. Written Nolica 0 Order Number 

15. Ani& or Equipment 

8. Time (24 Hr. Clock) 

MoDa Yr I B. Tome (24 Hr. Clock 

MSHA Fcrm 700Q.3,Aprdt{reviled) In ...,.,.,.,.,.. will! Ill& proWiiOns of 1l1e SmaiiiUsinels Regula!Ooy 
aslebllshed 1 NallaNI SmaiBulfnea and Agncullula Regula1Diy 0-and 10 Rlglonal Falmea BoenlslD recolva 
enfoll:emont ac:lionll. The Ombudsman annually....,_ enfDn:emenlaCIMiies and 1111eo eoch agency's --"' smaN buUiou. WyouWilllbcammenton Ill& 
enforcemont..:lloM ofMSHA. ~ ""Vcaii1.-REG-FAIR (1·888-734-3247), orwnll>lhe !lmiJudsmln at SmaiiiUIIness Administration. Otlk:eollhe Nationel Ombudarnan. 40113RI 
Slreet. sw MC 2120. Waolllnglon, DC 20418. Please noce, -· that,.... riglll to ftle a canment Willi the Ombudsman Is In -10 8l1l' oilier r1g11ta 1'0<1 may have, inc:ludln9 
the r1;11t 10 conieS~ ciUdlan1 and piiiPOOed penall1es and o1>1a1n a heating before Ill& federii!Wne Safe~~' and Heallh RevlowC<lmmioslon. 

ATTACHMENTB 23 



(b) (6)
(b) 
(6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office Green River, WY MineiD 

Mine Citation/Order U.S.Deoanrnentoflabor 
Mine and Health Administration 

(Contractor) 
or Practice 

Readily visible signs prohibiting smoking and open flames shall be posted 
where a fire or explosion hazard exists . There are no signs prohibiting 
smoking and open flames in the area of the 500 Gal. propane tank located next 
to the sca·le house. There is no indication that anyone has been smoking 
around this tank. Should a fire occur at this tank it could result in an 
explosion. 

9. Violation 

B. Injury or illnesa aJUIII re .. 
sonably ba expected to ba: 

B. Secdon 
oiAI:!. 

No Ukelihood 0 

c. Significant and Subatanllal: YesO 

11. Negligence {check one) A. None 0 
12. Type of~ 104a 

.lJnllkaly fii1j 

c. Part/Sedlon of 
Tdle30CFR 

ReNonlbly ~ikely 0 

Lost Wortulays Or Restricad Duly 0 

See COnUtlulllon Form (MSIIA Form 70CJ0.3a) 0 

57.4101 

Highly Likely 0 Occurred 0 

Permanently Disabling 0 Fatal ~ 

,O. NumbaroiP81'10118AW OOI 

B. Low 0 c. Moderate ~ D. Higll 0 E. Recklaa Dlsntgatd 0 
13. Type ol Issuance {clleck one) Cilation fiil Older 0 Safeguard 0 Wr1tlen Notice [ ] 

14. Initial Action E. Cllatianl F. Dated MoDa Yr 
A. Citation 0 B. Onler 0 C. Safeguard 0 D. Written Nollce 0 Orcler Number 

15. Aru or Equipment 

B. Time (24 Hr. Clock) 

sign has been posted prohibiting smoking in this area bringing 
violation into compliance. 

ATTACHMENTB 24 



(b) (6) (b) (6)

(b) (6)

(b) (6)
(b) (6)

(b) (6)

(b) (6)
(b) (6)

(b) (6)(b) (6)

(b) (6)
(b) (6)

(b) 
(6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office Green River, WY I Mine ID ~ Date ~ ] 

Mine Citalion/Order 

Valves on compressed gas cylinders shall be protected by covers when stored. 
The compressed gas cylinders being stored in the shop area do not have the 
valves protected by covers. They are secured in a cart and there is nothing 
over head making it unlikely the valves will be damaged. Should a valve 
become damaged it could result in serious injuries. 

9. Violation 

B. lnjuly or llinOM could rea
sonably be expecleclto be: 

c. Slgnillc:ant and Subslantiat 

11. Neglgenoa (Check one) 

B. Seellon 
ofP4 

No Likelihood 0 

No Lost Workdays 0 

Yea 0 

A. None 0 B. Low0 

C. PartiSecllon of 
Title 30 CF:R 

C. Moderala !!21 

57.16006 

Highly Likely 0 
PermanenUy Dlsabl1ng 0 Fatal 0 

I 0. Number of Persons All'llcled: 001 

D. High 0 E. Rackless Disteg-'11 0 
12. Type of Action I 04a 13. Type of lssuanoa (check one) Citation I!(] Older I] Safegutud LJ Wri18n NOtioa 0 

14. Initial Acllon E. Clf.atkn' F. Dated Mo Da Yr 
A. Citation 0 8. Order 0 C. Safegu-'11 0 D. Wtitlen Nob 0 Otder Number 

15. Atea or Equipment 

16. Tennination Oua B. Time (24 Hr. Clock,) 

17. Ad!OntoTermln,ut The valves were protected with covers bringing this violation 
into compliance. 

AITACHMENTB 

- ~ 

25 



(b) (6) (b) (6)

(b) (6)

(b) (6)

(b) (6)(b) (6)

(b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6) (b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office Green River, WY I Mine ID ~ Date ~ ] 

Mine Citation/Order U.S.DeoanrnentofLabor 
Mine Safety and Health Administration 

· (Contractcf) 

y , vv • - ·-n wo • • - - 81. Writlel\ No\iQe {1031J) ( l 
Moving machine parts shall be guarded to protect persons from contacting parts 
that can cause 1nJury. The head roller on the dirt belt needs additional 
guarding. The major pinch points are guarded were the belt goes over the 
roller· but the bottom of this 9in. Roller is exposed and 6 foot above the 
ground. This is a smooth roller and there are no groundsmen at this mine. 

B. Section 
of Act 

c. Part/Section of 
Trtle30CFR 

No Llkelilrood 0 Unlllcely li2J Reasonably Likely 0 

No Loat· Worl<dan 0 Lost Worl<daY$ Or Reslricted Duly 0 

C. Significant and Substantial: Yes 0 No !llJ 

see Conlblu8tloft Form (MSifA Form 700G-3a) 0 

56.14107a 

Highly Ukely 0 Occunad 0 

Fatal 0 
D. Number ot Persons Alfeded: 001 

11. Negligence (chack one) A. None 0 B. Low 0 c. Moderate ~ D. Hlgll 0 E. Recldeas Olsreganl 0 
12. Type of Ac:llon I 04a 13. Type of Issuance (c:haclt. one) Citation lilJ Order 0 Sateguaro 0 Wrillen Notic:e O 
14. lnillal Ac:llon E. Citation/ F. Dated Mo Oa Yr 

A. Citation 0 B. Ordar 0 C. Sateguanl 0 0. Wrflllln Notice 0 Oilier Number 

16. Alu or Equipment 

B. Tune (24 Hr. Clock) 

18. Terminated I A. Date Mo oa Yr 

ATIACHMENTB 26 



(b) (6) (b) (6)

(b) (6)

(b) (6)(b) (6)
(b) (6)

(b) (6)
(b) 
(6)

(b) (6)

(b) (6) (b) (6)

Attachment B 

District Rocky Mountain 

Mine Citation/Order 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office Green River, WY Mine ID 

U.S. Department of Labor 
Mine Safety and Health Administration 

Date 

Berms shall be provided on roadways where a drop-off exists that could cause a 
vehicle to overturn. On the main roadway going into the pit there is a 
section of roadway approx. 150 yards long where a drop-off exists that could 
cause a vehicle to overturn . This roadway is used by customers and haul trucks 
to access the mine. Should a truck go off the road at this location it could 
result in a fatality. 

9. Violation 

10. Gravity: 

B. Section 
of Ad. 

C. Part/Section of 
Tltle30CFR 

A. Injury or Illness (has) (Is): No Likelihood 0 Unlikely O Reasonably Likely ii!J 
B. Injury or illness Q)Uicf ,_ No Lost Work....._ 0 Lost W""""- Or Reslrided Duty 0 

sona be expected to be: ~-•· --•· 

C. Significant ancl Substantial: Yes 6'-1 No 0 

S6.9300a 

Highly Ukely 0 Occurred0 

Permanently Disabling 0 Falal (ill 

D. Number of Persona Alfected: 001 
11. Neglig8n<l8 (dteck one) A. None 0 B. Low 0 c. Moderate ~ o . High 0 e. Rec:ldesa Oiategard 0 

1 z. Type of Action I 04a 13. Type or Issuance (Cheek one) Cltallon ~ Order 0 Safeguard 0 Written Notice LJ 
14. Initial Action E. Citation/ F. Dated Mo Da Yr 

A. Citation 0 B. Order 0 C. Safeguard [] D. Written Notice 0 Order Number 

l 5 . Afea or Equl!lment 

8. Tlme (24 Hr. Clock) 

MSHA Form -·. ~ -- •·-·--1 In IICCORI.......,with the ~of the Smalllluolnela Regulalooy,.,_FameMAclol1-. U!e 5111111 ~-he 
eetablished a National SmaQ Busl.,... andAgtlcultln Regulalory Ombucbman end10 ~Ill Fllirness a-e1110- commentafronlamall b!Jal-aboulfedoqj
--. Tile OmbudiiiWI annually-rea ...-..entllCtlviiln end.- NCh agencyar~ toamalbuslness. If )'Oil Wiahfl> comment on the enf--of MSHA, )'OU mey C<III1.-REO.FAIR (1-734-3247}. or-the Om-etSmalllluslneu Admin- Ofllca olllle National 0mbu<1tman.- 3nS 
SCreet, SW MC 2120, WatnlngtDn. DC 20418. PlaN nor., -.lllal~rlghllollaa c:omment -tile Ornbudlman Is In-to llny- rigiD )'OU may have, fncludifiO 
the rlgh1toconlllll dl8- and prciiiOMCiponalliea end Obl8ln a healing -tile F- Mine Sale~)~ and H..-R..-Commis-

J 

_if. 
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(b) (6)
(b) 
(6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)
(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID ~ 

Issue Time Occurrence Date _.,ber 
- Contractor ID 

Practice 
THE MAIN MINE HAUL ROAD FROM THE HIWAY TO THE ACTIVE MINING 
AREAS ARE NOT COMPLETELY BERMED TO PREVENT TRUCKS OR 
EQUIPMENT FROM GOING OVER DROP OFFS. THE ROAD IS USED ON A 
REGULAR BASIS BY HAUL TRUCKS AND MINING EQUIPMENT. 

Enforcement Area 

Written Notice 103G (Coal Only) 

Event Number 
Primary Or Mill 
ARNumber 

ATTACHMENTB 

Section Of Act 

Citation 

30 CFR Part/Section 
56. 9300 (a) · 

[ J 

28 



(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

lssuenme Occurrence Date 

Violator Name 

MlneiD Contractor ID 

Condition Practice 
IN THE MAINTENANCE TRAILER 5 FIRE EXTINGUISHERS HAD NOT HAD 
THE REQUIRED ANNUAL INSPECTIONS. THEY WERE DONE IN 2/2008 
AND SHOULD HAVE BEEN DONE IN 02/2009 TO BE IN COMPLIANCE. 

Enforcement Area 

Written Notice 103G (Coal Only) 

Significant And Substantial N 
No Of Persons Affected 1 

Section Of Act 

TypeOfActlon 104 (a) TypeOflsauance Citation 

Initial Action Date 
Related Order 

Type Of Inspection (Activity Code) EO 1 

Event Number 
Primary Or Mill 
ARNumber 

ATTACHMENTB 

30 CFR Part/Section 
56.4201(a) (2) 

29 



(b) (6) (b) 
(6)

(b) (6)

(b) (6)(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID @j ] [ j J 

Issue Time ..... .,.bar 

Violator Name 

MlnaiD Contractor ID 

Practice 
IN THE MECHANICS TRAILER 2 PROPANE BOTTLES WERE STORED AN A 
SMALL GAS MOTOR WITH A 1/4 TANKS OF GAS WERE STORED . 
CIGARETTE BUTTS WERE FOUND ON THE FLOOR AS EVIDENCE OF 
SMOKING. 

Enforcement Area 

Written Notice 1 03G (Coal Only) 

Type Initial Action Date 
Number Related Order 

Termination Due Dah(b) (6) 
Termination Due Tim• 

Action To Terminate 
Termination Date 
Termination Time 

Type Of Inspection (Activity C~ 

Event Number --

Section Of Act 

Primary Or MID -
ARNumber 

ATTACHMENT B 

30 CFR Part/Section 
56.4100{b) 

30 



(b) (6)
(b) (6)

(b) (6)(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID - Date 

Issue Time Occurrence Date 

VIolator Name 

MlneiD Contractor ID 

AT THE WEEDEN READY LINE ON THE CAT 777 NUMBER COMPANY # 7-
10 THE SEAT TETHERS WERE MISSING, THIS IS PART OF THE SEAT 
AND SEAT BELTS SAFETY SYSTEM TO KEEP THE SEAT IN PLACE IN 
CASE OF AN ACCIDENT. 

Enforcement Area Section Of Act 

Written Notice 103G (Coal Only) 

or iUneas (has) (Is) 
ikely 

or lllnen could reasonably ba expected to be 
tDays 

Significant And Substantial N 

No Of Persons Affected 1 

Citation 

Type Of Inspection (Activity Cod~ 

Event Number --
Primary Or Mill ~ 
ARNumber ....._ 

ATTACHMENTB 

30 CFR Part/Section 
56.1413l(b) 

J 

31 



(b) (6) (b) 
(6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office Green River, WY Mine ID ~ 

ATTACHMENTB 

[ J 

32 



(b) (6) (b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine 10 ~ J Date - J 

Issue Time Occurrence Date ~mber 

Violator Name 

MlneiD Contractor ID 

Or Practice 
AT THE WEEDEN READY LINE ON THE CAT 777 NUMBER COMPANY # 7-
10 HAUL TRUCK WHEN THE AIR SYSTEM WAS DUMPED THE LOW AIR 
WOULD NOT SET THE EMERGENCY BRAKES AND THE LOW AIR ALARM DID 
NOT SOUND. 

Enforcement Area Section Of Act 

Written Notice 103G (Coal Only) 

Action To Terminate 
Termination Date 
Termination Time 

Type Of Inspection (Activity Code) EO 1 

EventNumber -
Primary Or Mill ~ 
ARNumber 

ATTACHMENTS 

Citation 

30 CFR Part/Section 
56.14101 (a} (3) 

33 



(b) (6) (b) (6)

(b) (6)(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office Green River, WY MineiD 

Issue Time Occurrenee Date 

VIolator Name 

MlneiD Contractor ID 

AT THE WEEDEN READY LINE ON A DRESSER HAULPAK TRUCK 7-2~ WAS 
TAGGED OUT BUT DID NOT INDICATE WHAT WAS WRONG WITH THE 
UNIT. THE OPERATOR COULD NOT SUPPLY INFORMATION AS TO WHAT 
THE POTENTIAL SAFETY HAZARD MIGHT BE. 

EnfOI'Gement Area Section Of Act 

Written Notice 103G (Coal Only) 

Citation 

Type Of Inspection (Activity Code) EO 1 

Event Number -
Primary Or Mill n.mary 
ARNumber 

ATTACHMENTB 

30 CFR Part/Section 
56.14100(d) 

34 



(b) (6) (b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID ~ Date - J 

ATTACHMENTB 35 



(b) (6)
(b) 
(6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID -

laeuenme Occurrence Date Number 

VIolator Name 

MlneiD Contractor ID 

Co1r~dH:Ion Or Practice 
THE GENERATOR AND THE MAINTENANCE TRAILER ELECTRICAL SYSTEM 
DID NOT HAVE THE REQUIRED GROUNDING CONTINUITY CHECKS. 

Enforcement Area 

Written Notice 103G (Coal Only) 

Action To Terminate 
THE TEST WAS COMPLETED. 
Termination Date 0 8 I 18 I 2 00 9 

TermlnatlonTime 1345 

Type Of Inspection (Activity Code)E01 

Section Of Act 

Citation 

Event Number 
Primary Or Mill -ARNumber 

ATI ACHMENT B 

30 CFR Part/Section 
56.12028 

[~ 

36 



(b) (6) (b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) 
(6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office I Green River, WY I Mine ID -) J Date - J 

Issue Time Occurrence Date luuance Number 
(b) (6) 

VlolatmName 

MlneiD Contractor ID 

Practice 
THE OPERATOR OF THE G-K Fu~L AND LUBE TRUCK AT THE ELK MINE 
SITE DID NOT CHOCK THE WHEELS WHEN HE WAS SERVICING OTHER 
EQUIPMENT. THE TRUCK ROLLED WHEN CHECKED. WHEN PARKED ON A 
GRADE A VEHICLE MUST BE CHOCKED OR BERMBD TO PREVENT ROLLING 
AI.~D CAUSING INJURY. 

Enforcement Area 

Written Notlce103G (Coal Only) 

Action To Terminate 

Section Of Act 
30 CFR Part/Section 
56.14207 

THE WHEELS WBRB CHOCKED AND THE HAZARDS EXPLAINED TO THE 
OPERATOR. 
Termination Date 
Termination Time 

Type Of Inspection (Activity Code)~ 
Event Number (-) 
Primary Or Mill 
ARNumber 

ATTACHMENTB 

(b) (6) 
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(b) (6) (b) 
(6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID ~ J 

ATTACHMENT B 

- ] 

38 



(b) (6) (b) (6)

(b) 
(6)

Attachment B 

District I Rocky Mountain 

AITACHMENTB 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

Field Office I Green River, WY I Mine ID ~ DatE( 

I 

39 



(b) (6) (b) 
(6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID - J 

ATTACHMENTB 

J 

40 



(b) (6)(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office Green River, WY MineiD 

ATTACHMENTB 

Date-] 

41 



(b
) 
(6)

(b) (6)

Attachment B United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office Green River, WY Mine 

ATTACHMENTB 

[ J Dater=- ] 

42 







(b) (6) (b) (6)
(b) (6)

(b) (6)

Attachment C 

Regular Inspection Information 

Operator/Miners Representllli>ellnspedo< Commenta 

Went over the citeHons issued on this inspection 

U.S.OepanmnentofLabor 
Mine Safety and Health Administration • 

CitaHon- Gave Mr. Taylor his 10 day 
conference g s. Mr. Taylor voiced his ccncems. He agreed that there were violations but did not understand why 
several of these conditions have been in place for several years and had other lnspectcrs except them and now he is 
being cited for them. 

Notified of_,.,. opecial.............m? 

Notified of possible k~ul violation? 

Notified of rigllt to safely & 11ea1111 con-nee? 

MSHA Fonn 4()0().-49C, Aug. 83 (Revlsed) 

Attachment C 

Yes 0 NIA 1;;i!l 

Yea 0 NIA !i'-1 
Yes li2j NIA [) 

9}. 



(b) (6)

(b) (6) (b) (6)

(b) (6) (b) (6)

(b) (6) (b) (6)

(b) (6) (b) (6)

(b) (6)

(b) (6)

Attachment D United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine 10 -] 

Selected Citations for Review of Gravity and Negligence Evaluations 
(Shaded areas are questioned based on narrative and nature of violation) 

Shaft inspection and repair work in vertical shafts shall be performed from substantial platforms equipped with 
bonnets or equivalent overhead protection. Two FMC management personnel were using a man· basket that had no 
bonnet or overhead protection to bar down and clean #9 shaft. The shaft is 1708 feet deep and they were within 70 
feet of the bottom. 

The longwall stage loader was not being maintained in permissible condition in that the cover on the left side of the 
electrical box had a .004 gap and all bolts on the outside left were finger tigh(~rii!§.:h.Q!gH4 li)i!h!§'FaJii:!.i~o~~. 
should a fire or occur it could result in 

There was no measurable air across the Long-wall from the Head-gate entry to the Zero Room entry. The 
Anemometer that was used by MSHA would not turn nor would the Anemometer that the operator used. No 
movement was detected. If 9000 CFM would have been available the Davis Low Speed Anemometer that the 
company used would have turned. The area at the #11 shield was 120 square feet. The velocity would have needed 
to be 75 feet per minute; No methane was founQ_at the~!l_me, the distance of the unventilated are was about 100 feet 

ATTACHMENTD 46 



(b) (6) (b) (6)

(b) (6)

(b) (6)

(b) (6)

(b) (6) (b) 
(6)

(b) (6) (b) (6)

(b) (6) (b) (6)

Attachment D 

District I Rocky Mountain 

United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

J Date-

Selected Citations for Review of Gravity and Negligence Evaluations 
(Shaded areas are questioned based on narrative and nature of violation) 

J 

The Parking brake on the Caterpillar Front End loader, Model 980, SIN *2KR01585* was not capable of holding the 
loader on the Stock Pile Ramp. The service brakes were operating and would hold this loader on this grade. This 
ramp was the maximum grade for the Loader. The front end loader was being used to load haul trucks with fill 
material. The area was not congested and there was no foot traffic;The equipment operator had reported this to his 
supervisor and had reported this on the pre-operational examination records, noting the defective brakes, for two 

The fnr<~m<>n 

The Shuttle Car Company #41 was not being kept in permissible condition in that there were 3 bolts head found 
exposed on the cable reel. This could expose the cable to damage if it were to rub on the bolt heads. That could 
expose the miners to the hazards of an electrical shock or explosion if in the correct mixture of CH4/02 and the splice 
were to fail arc. 
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Attachment D United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District Rocky Mountain Field Office I Green River, WY I Mine 10 - ] Date ~ J 

Selected Citations for Review of Gravity and Negligence Evaluations 
(Shaded areas are questioned based on narrative and nature of violation) 

During inspection of the South, Redi Projects Services contractor's lunch trailer, a heater was found with the fan not 
guarded securely. There was a guard on the heater, but it was not secured in place, hanging to the side and left the 
fan unprotected. This could expose the miner who use this lunch trailer to the hazards of coming in contact with 
movi ng machi~~ 1Jartsf'@]¥,heater was mounted on the wall apP.roximat~yj5lf~oor~.Lf:!r~!ng]!. i.mlikeiyjti~ 
inaaveltent?contllcFcoulo,bccur. 

There was a cover plate missing from the front of the control panel for the H03 Boiler with exposed live 120 volt 
conductors approximately 2 inches past the opening. There was also access to the back of the panel from either side 
and the conductors could be reached from this area. This could expose employees whom enter this area to the 
hazards of in contact with live electrical conductors. 
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Attachment D United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID - ~ Date - J 

Selected Citations for Review of Gravity and Negligence Evaluations 
(Shaded areas are questioned based on narrative and nature of violation) 

IN SHIPPING AT THE BG 204 BAGGER THE ACCESS LADDER DID NOT HAVE A SAFETY CHAIN AT THE TOP. 
THIS AREA IS ACCESSED TO CHANGE HOPPER VALVES AND OCCASIONAL MAINTENANCE. THE SAFETY 
CHAIN IS REQUIRED TO PREVENT A MINER WORKING ON THE PLATFORM FALLING THE 80 INCHES TO THE 

Mine ID I Event I Citation I Issued I Type I 30 CFR 
i04( a) Cit I 57.22213 

I S&S I Likely I lniurv I Aft I Neg 

1 N r .-JJL r Po 1 s 1 M~ 
The mine operator failed to maintain 9000 cubic feet of air in the last open crosscut in the 11 east, 8 south, working 
section. Also know as the 7 Bore Miner section. Mining was in process in the stub to the right of the number three 
entry at 29 crosscut. The air was measured in the entry between the last open crosscut, number 29, and the next to 
the last open crosscut, number 28. There was no measurable air detected with a pocketarieiliometer. The area of 
the entry/opening was established at 115 square feet by the mine operator. The minimum velocity required to have 
the required 9000 cfm of air in the entry/opening would be 78 feet per minute. The anemometer would have function 
if that velocity was present. An ElM CO scoop was also in operation between the face and the number 28 crosscut in 
the number three entry.Ch4 was measured at 0.5%. 02 was measured at 20.9%. Co was measured at 0 ppm. N02 
was measured at 0 ppm. 

AT THE BC 19C BELT LINE THERE ARE 4 STANDS WITH OUT A SAFETY CHAIN TO PREVENT A OPERATOR 
FROM FALLING. THE STANDS ARE 50 INCHES HIGH, AND THE PLATFORM IS 351NCHES DEEP BY 30 
INCHES WIDE. THE STANDS ARE USED BY OPERA TORS ON AN INTERMITTENT BASIS WHEN THE CHUTES 
ARE PLUGGED OR THE MAGNETS REQUIRE WORK. THE OPERATORS SAID THEY WORE A SAFETY 
HARNESS WHEN THEY WORKED ON THE STAND BUT WERE UNABLE TO PRODUCE A SAFETY HARNESS 

IN A TIME FRAME .. 

No person shall smoke where flammable liquids are stored or handled. G T Nix has three diesel storage tanks located 
in the Decca recovery area. A cigarette butt was found next to the clear diesel tank indicating that someone has been 
smoking in this area. Should this result in a fire miners could be exposed to possible burn or smoke hazards. This is 
a diesel tank and it would result in a fire. 
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Attachment E United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID ~ 

Guarding not provided on head roller- plant has been permitted to 
multiple years without guarding, per operator's statement. 
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Attachment E United States Department of Labor 
Mine Safety and Health Administration 

Office of Accountability 

District I Rocky Mountain Field Office I Green River, WY I Mine ID ~] Date ~ J 

Berms not provided on roadway that has been utilized for multiple yrs as stated by the 
operator . 

.-~~--~~~~~~~--~~~~~~~~~~~~--~ 

Propane tank not labeled or signage - condition permitted to exist for 2 yrs per mine 
operators' statement. 
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